HEALTH & SAFETY DATA SHEET

WENOL METAL POLISH

	HAZARDOUS INGREDIENTS – IDENTITY INFORMATION

	Hazardous components (specific chemical identity: common name).
	CAS No.
	% (optional)

	Gasoline

Kerosene (Petroleum)

Coco fatty acid diethanol amide

Ammonium Oleate

Aluminium Oxide
	64742-88-7

8002-05-9

120-40-1

544-60-5

1344-28-1
	5 – 15

5 – 15

<1.0

5 – 15

25 - 35




	PHYSICAL – CHEMICAL CHARACTERISTICS

	Boiling Point
	Specific Gravity (H²O = 1)

1.150 g/ml

	Vapour Pressure (mm Hg.)
	Melting Point

	Vapour Density (AIR = 1)
	Evaporation Rate

(Butyl Acetate = 1)

	Solubility in water

Dispersible
	Appearance and Odour

Paste – slightly to ammonia


	FIRE AND EXPLOSION HAZARD DATA

	Flash Point (Method Used)

>55°C
	Flammable Limits
	LEL
	UEL

	Extinguishing Media
	Any media suitable for extinguishing the supporting fire.

Use water to keep fire-exposed containers cool.

	Special Fire Fighting Procedures                     
	Wear self contained breathing apparatus.

	Unusual Fire and Explosion Hazards 


	REACTIVITY DATA

	Stability


	Unstable
	
	Conditions to Avoid
	Excess of Heat

	
	Stable
	X
	

	Incompatibility (Materials to Avoid)

	Hazardous Decomposition or By-products

	Hazardous

Polymerization
	May Occur
	
	Conditions to Avoid

	
	Will Not Occur
	X
	


HEALTH & SAFETY DATA SHEET

WENOL METAL POLISH

	HEALTH HAZARD DATA

	Route(s) of Entry
	Inhalation

Irritant
	Skin?

Irritant
	Ingestion

Irritant



	Health Hazards (Acute & Chronic)

	Carcinogenicity
	NTP?

not applicable
	IARC Monographs ?

not applicable
	OSHA Regulated

not applicable

	Signs & Symptoms of Exposure

Irritant at very high levels of exposure, this can cause headaches and nausea.

	Medical Conditions

Generally aggravated by exposure

	Emergency and First Aid Procedures

After contact with eyes or skin rinse with water.


	PRECAUTIONS FOR SAFE HANDLING AND USE

	Steps to be taken in case material is released or spilled

Rinse off with copious amounts of water. Avoid infiltration into sewer tubes. Remove with absorbing materials. Formation of flammable gas – air mixture possible 

	Waste Disposal Method

Address Manufacturer

	Precautions to be taken in handling and storage
Keep container tightly closed and in a well ventilated place. Keep away from explosive and fire supporting material.



	Other Precautions


	CONTROL MEASURES

	Respiratory Protection (Specify Type)

	Ventilation
	Local Exhaust
	Special

	
	Mechanical (General)
	Other

	Protective Gloves
	Eye Protection

	Other Protective Clothing or Equipment

	Work/Hygiene Practices


